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Using the DCS MultiServer 


The MultiServer performs many functions during electronic surveillance operations. 
Step-by-step procedures of the MultiServer are presented in the following sections: 

• Working in the MultiServer Window 

• Setting up a Switch 

• Monitoring Activity 

• Storing Target Data Files 

• Shutting Down the MultiServer 

• Quick Steps 

Once connected, the MultiServer receives all information on a target generated by the 
switch. 
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The steps for manually connecting the MultiServer are presented as follows: 

• Adding a connection 

• Editing a connection 

• Deleting a connection 

• Establishing a connection 

• Configuring a connection 
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To set op a connection in the IllluitiSenier: 







































To disconnect all switcbes; 
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To configure the MultiServer io j I wiih a TCP/IP 

Gonnectiou: 
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To configure the MultiSereerfoii 

Iwith a Serial 

connection: 
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To configure the MultiServer for J-STD-025 switch with a Serial 
connection: 














To configure the fflultiServer for J-STD-025 switch with a GR30 
connection: 
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To configure the RlultiServer for a | I with a TCP/IP 

connection: 
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figure 6-8: fflultlSaruer Window -Messages Tracking Acthrlig 


This table describes some messages that may appear in the MultiServer window. 


Heesage 


[Client Name] Client 
Connected 


Switch: Connected; 0 
Connecting; 0 [1] 

Switch: Connected: 1 
Connecting; 0 [1] 

Switch: Connected; 0 
Connecting; 1 [1] 

Sent Message: Nortel GSM 
ccOpen Message 

[Client Name] Client 
Disconnected 

[Switch Name] 
Switch; Disconnected 
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Quick Steps: DCS Mumserwcr 


Working in the MultiServer Window 

To clear detail messages from the MultiServer window: 



Setting up a Switch 
To Add a connection: 
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To configure the MultiServer for d with a TCP/IP connection: 



Monitoring Calls 

To verify recent switch activity: 
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